
▶We reserve the right to change specifications without notice. Ver. 4.5 TD YURI English

HEAD OFFICE & FACTORY
169-4, Gujang-Ri, Paltan-Myun, Hwasung-City, Gyeonggi-Do, 445-911 Korea 
TEL : + 82 31 350 2500(DID.) / + 82 31 350 2525(Export Div.) / + 82 31 350 2624(Research Institute)
FAX : + 82 31 354 7447(Export Div.) / + 82 31 354 5888(Research Institute)
e-mail : yudo@yudohot.com / export1@yudohot.com(Asia) / export2@yudohot.com(Europe & America)
Website : http://www.yudo.com & http://www.yudo.co.kr

▣ Local Office

HEAD OFFICE & FACTORY
345-40, Gasan-Dong, Gumchon-Gu, Seoul, 153-802 Korea
TEL : + 82 2 818 8586    FAX : + 82 2 838 6767  
e-mail : yudosuns@yudosuns.com    Website : http://www.yudosuns.com

HEAD OFFICE & FACTORY
78Blk, 5Lot, 648-4, Gojan-Dong, Namdong-Gu, Incheon, 405-817 Korea
TEL : + 82 32 450 4500    FAX : + 82 32 818 8111 / + 82 32 818 8222
e-mail : yudostar@yudostar.com     Website : http://www.yudostar.com

SEOUL OFFICE TEL : + 82 2 818 8400
FAX : + 82 2 838 6767

JOONGBU OFFICE TEL : + 82 31 350 2510
FAX : + 82 31 354 7446

BUSAN OFFICE TEL : + 82 51 304 1711
FAX : + 82 51 304 1713

DAEGU OFFICE TEL : + 82 53 383 3734
FAX : + 82 53 383 3736

GWANGJU OFFICE TEL : + 82 62 953 4711
FAX : + 82 62 954 0846

▣ Subsidiaries

▣ Agencies

JAPAN YUDO JAPAN CO., LTD. 
TEL : + 81 3 6400-4071   FAX : + 81 3 6400 4072 
e-mail : yuja@yudojpn.co.jp

CHINA YUDO (CHINA) CO., LTD. (柳道實業有限公司)
TEL : + 852 2344 5180   FAX : + 852 2344 5018
e-mail : info@yudohotrunner.com.hk
YUDO TRADING CO., LTD. (柳道貿易有限公司)
TEL : + 86 769 5394 466   FAX : + 86 769 5394 455
e-mail : yudo@changan.net
YUDO TRADE COMPANY LTD. TIANJIN
TEL : + 86 22 60321560
e-mail : solong1118@yahoo.com.cn
YUDO-WANCO (SUZHOU) CO., LTD. 
TEL : + 86 512 6504 8882 / + 86 512 6504 8228
FAX : + 86 512 6504 6886
e-mail : suzhouyudo@yudowanco.com
YUDO-WANCO SHANGHAI OFFICE
TEL : + 86 021 5089 4399   FAX : + 86 021 6855 6363
e-mail : shanghai@yudowanco.com / andy@yudowanco.com

TAIWAN YUDO TAIWAN CO., LTD.
TEL : + 886 3420 4653   FAX : + 886 3420 4635
e-mail : dvshaw@yudotaiwan.com

INDIA YUDO HOT RUNNER INDIA PVT. LTD. 
- Head Office
TEL : + 91 250 245 1155 / + 91 250 245 1156
FAX : + 91 250 245 1158 
e-mail : vishalaga@hotmail.com / yudo@yudoindia.com
- Branch
TEL : + 91 11 5165 8565   FAX : + 91 11 5164 3314

U.S.A. YUDO INC.
- HQ
TEL : + 1 805 375 7226   FAX : + 1 805 375 0878
e-mail : tkim@yudousa.com / jaagaard@yudousa.com
- West Coast & Mexico Division
TEL : + 1 805 375 7226   FAX : + 1 805 375 0878
e-mail : jcescalante@yudousa.com
- Midwest Division
TEL : + 1 630 529 7487   FAX : + 1 630 529 7469
e-mail : mldmk@aol.com / ksalemi@yudousa.com

CANADA - Eastern & Canada Division
TEL : + 1 905 304 1680   FAX : + 1 905 304 9934
e-mail : gsands@yudousa.com

BRASIL YUDO BRASIL LTD.
TEL : + 55 11 3045 7592   FAX : + 55 11 3045 7592
e-mail : yudobr@uol.com.br / yudo@uol.com.br

U.K. YUDO (U.K.) LTD. 
TEL : + 44 1989 763423   FAX : + 44 1989 566010
e-mail : enquiries@yudo.co.uk / yudouk@aol.com

SINGAPORE WANCO INDUSTRIAL PTE. LTD. 
TEL : + 656 264 1166   FAX : + 656 268 5645
e-mail : sales@wanco.com.sg

MALAYSIA MAWANCO SDN BHD.
TEL : + 603 8945 2127   FAX : + 603 8945 2133
e-mail : mawanco@po.jaring.my

THAILAND WANCO INDUSTRIAL (THAILAND) CO., LTD.
TEL : + 662 757 4989   FAX : + 662 757 4988
e-mail : thaiwanco@mail.pacific.net.th

AUSTRALIA & STM AUSTRALIA PTY. LTD. 
NEWZEALAND TEL : + 61 3 9885 9795   FAX : + 61 3 9885 2756 

e-mail : sales@stm.net.au
ISRAEL ASI-AFASPEM ISRAEL LTD.

TEL : + 972 54 340360   FAX : + 972 4 6802770
e-mail : hrmolds@netvision.net.il

PORTUGAL A BERNARDO DE SOUSA, LTA.
TEL : + 351 244 502 585   FAX : + 351 244 542 022
e-mail : absousa@absousa.com / absousa@yudoiberica.com

GERMANY BVS LADWIG GMBH
TEL : + 49 2359 7795   FAX : + 49 2359 6382 
e-mail : bvsladwig@t-online.de
MKT MOLLENBERG GMBH 
TEL : + 49 6162 4077   FAX : + 49 6162 2482 
e-mail : m-k-t@t-online.de

AUSTRIA PROTEC
TEL : + 43 1 259 5917 31   FAX : + 43 1 259 5918

POLAND EURO INTERNET HOLDINGS S.A.
TEL : + 48 22 843 0579   FAX : + 48 22 549 9280
e-mail : jcsuk@euroitech.com

DENMARK PRO-TEK 
TEL : + 45 48 47 66 00   FAX : + 45 48 47 66 11
e-mail : protek.bjarn@yudohot.com

NETHERLANDS AEROGEN B.V. 
TEL : + 31 41 325 1515   FAX : + 31 41 325 1425
e-mail : info@aerogen.nl / aero.gert@yudohot.com

ITALY MR-TECH S.R.L
TEL : + 39 02 99 069 039   FAX : + 39 02 99 069 162
e-mail : osvaldo.rossi@mr-tech.it

SOUTH AFRICA HESTICO PTY. LTD.
TEL : + 27 11 768 5228   FAX : + 27 11 885 1693
e-mail : hest.heiner@yudohot.com

▣ Subsidiaries
EUROPE YUDO HOT RUNNER SYSTEMS LDA.
(Portugal) TEL : + 351 244 575 810~4   FAX : + 351 244 575 819

e-mail : d.hurier@yudoeu.com / yuhot.irina@mail.telepac.pt
(Spain) YUDO IBERICA S. L. 

TEL : + 34 93 752 5822   FAX : + 34 93 752 1062  
e-mail : auxifluid@auxifluid.com

(France) YUDO FRANCE
TEL : + 33 2 3277 4200   FAX : + 33 2 3225 0627  
e-mail : f.louhichi@hvdi.com

(Romania) YUDO ROMANIA
TEL / FAX : + 40 213 272 115   e-mail : mould@rdsnet.ro

(Turkey) YUDO TURKEY
TEL : + 90 212 320 9563   FAX : + 90 212 320 9569
e-mail : unalmura@yahoo.com

Daughter Company

Daughter Company

English

w w w.yudo.com



YURI SYSTEM
2

YURI System(PATENT)

TECHNICAL DATA
3

⊙ -MODU䠶 SYSTEM
䤎YUDO has provided a total solution - MODU system, in which the hot runner system is installed fully wired and tested before 

shipment.

䤎The current MODU system having a clamping plate, which is machined for the valve cylinder, may be a burden in
cost due to its machining and transportation.

䤎Whereas, the ez-MODU system can be built with only a manifold hold plate, because the valve unit and nozzle are
located under the manifold. It offers remarkable improvement in manufacturing time, transportation cost and price.

䤎ez-MODU system is supplied completely assembled, fully wired and thermally tested, enabling the customer to
easily fit the ez-MODU system into the mold.

䤎YURI System is delivered only under ez-MODU condition for total system guarantee.

Current MODU System ez- MODU System

YURI System(PATENT)

Pallet Balancer

Instrument Panel Dish

䤎YURI䠶 System is a patented technology featuring the valve mechanism and nozzle constructed as one unit.

䤎The Smart Flow䠶 Channel minimizes the pressure drop in the nozzle and facilitates quick and easy color change.

䤎YURI System offers a true Back to Back  Valve Stack Mold.

䤎The valve assembly is located under the manifold, with the
Valve Pin free from thermal expansion of the manifold.

䤎The YURI design eliminates the need for a pin guide bush
which is the main cause of material leakage from the Valve
Pin/Guide Pin Bush area.

䤎The thickness of mold can be reduced by 70 mm, compared
with conventional valve gate systems.

䤎The YURI nozzle assembly is easily maintained without
removal from the injection molding machine, and repairable
without disassembly of the mold.

⊙ ADVANTAGES

䤎4 Different flow channels.
䤎Pneumatic and hydraulic valve pin operation.
䤎Valve Gate only.
䤎Smart flow channel.
䤎Height of nozzle can be adjustable by order.

⊙ FEATURES

⊙ TYPICAL APPLICATIONS

⊙ STRUCTURE

Standard Valve System YURI Valve System

Manifold

Nozzle unit

Melt channel

Valve unit

⊙ Functional Features

䤎With a Valve pin located 300mm from the center

of the nozzle inlet, at a temperature of 300 deg.

C, the valve pin deflection can be more than

0.74mm in a standard valve gate system.

䤎With the YURI System no deflection of the valve

pin takes place.

Valve unit

R R
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Application Note

䤎YURI Nozzle has 4 Standized sizes and each size has
various gate diameters.

䤎Nozzle Size is displayed after the Type Name (ex.YRM
22 : YURI nozzle 22), and determines the injection volume
of the nozzle.

⊙ SIZE OF NOZZLES

SIZETYPE CHANNEL DIA VALVE GATE

⊙ INJECTION VOLUME BY NOZZLE SIZE
䤎Injection volume varies to the resin used, thickness of the product, injection condition and gate diameter. 
䤎The following figures are for reference, in helping to understand the various type of gate system.
䤎Please contact your YUDO representative or agency with an actual application.

GATE 
SYSTEM

VISCOSITY PRODUCT THICKNESS MATERIALS

VALVE

HIGH MEDIUM LOW
(Low MI) (High MI)

~40 ~60 ~120

~70 ~120 ~240

~350 ~600 ~1000

350~ 600~ 1000~

THIN THICK
(<2mm) (>2mm)

~60 ~120

~120 ~240

~600 ~1000

600~ 1000~

ENGINEERING GENERAL

~40 ~60

~70 ~120

~350 ~600

350~ 600~

SIZE

18
22
32
42

Unit : gram

1.2 / 1.5 / 1.8718

YURI
22

32

42

9

12

16

1.5 / 1.8 / 2.0 / 2.5

2.5 / 3.0 / 3.5 / 4.0

5.0 / 6.0 / 7.0 / 8.0

CONTENTS

⊙ MATERIAL COMPATIBILITY
CRYSTALLINEMATERIAL

Gate Type PP PE PBT PET POM PA PPS LCP

V V

LVA

LVF

AMORPHOUS ADDITIVESMATERIAL

Gate Type PS ABS PPO PC SAN PUR PVC PMMA FR GF ST

V V

LVA

LVF

GOOD        POSSIBLE        CONTACT AGENT         NOT RECOMMENDEDFR : Flame Retardants,   GF : Glass Fiber Filled,   ST : Stabilizer Filled
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Structure of YURI Valve System

CAD DATA TO DRAW YUDO YURI SYSTEM

YUDO SALES MATERIALS & REFERENCE DATA
1. YUDO Website 
- http://www.yudoco.com & http://www.yudo.co.kr

2. YUDO Company Information CD
- YUDO Company Introduction CD (English, MOV / MPG.)
- YUDO Hot Runner System Electronic Catalog CD (PDF)

3. YUDO Company Video Tapes
- YUDO Company Introduction Video Tape (Korean, English, NTSC / PAL / SECAM)

4. YUDO Product Brochures
- 24 Page Brochure (English / Korean / Japanese / Germany / Portuguese / French / Chinese)
- Temperature Controller (English / Korean)

5. Operation & Instruction Manuals
- Bala Valve System (English / Korean / Japanese) - Bala Open System (English / Korean / Japanese)
- YURI System (English / Korean / Japanese) - YUEN System (English / Korean / Japanese)
- MASS Valve System (English / Korean / Japanese) - Temperature Controller CGF-550 series (English / Korean / Japanese)
- Single Valve III (English / Korean / Japanese) - Timer SIT-500 & Signal Controller (English / Korean / Japanese)

6. YUDO Hot Runner System Technical Data

7. FTP site - Direct Customer Access providing Applied Engineering Data for Operation and Maintenance

- YUDO Hot Runner Systems are manufactured under one or more of the following patents 
6050806, 6086356, 6238203, 6530775, 6544027, 3029613, 113803, 100099, 149202, 215614, 259133, 378341, 323458
323460, 323461, 305241, 96556, 116226, 172642, 183608, 173586, 173587, 146273, 146272, 146271, 146270, 146269
156666, 156666-2

- Go to YUDO Web: http://www.yudo.com
- You can download CAD data from Cad Catalogue in YUDO web.

PATENT

Gating Method

TYPE

- General application of valve system
- Gate area to be machined by customer

- Minimizes gate vestige.
- For prolonged gate lifespan, the gate area should 
be heat-treated.

- For precise machining in gate area, refer to 
page 13.

- Seal Cap can be applied to the end of tip for fast
color change.(Optional)

- Precisely machined and heat-treated Gate Bush
will be applied.

- Controlled gate vestige.
- Length of LVA gate bush is same as the 
height of Cavity Plate.

- The most safe application of Valve system.
- In addition to the Valve pin vestige, the Gate Bush
vestige will be added to the part.

- Easy replaceable Gate Bush.
- Seal Cap can be applied to the end of tip for fast
color change.(Optional)

- Gate Bush designed to enable hot or cold fluid 
to flow directly around the gate.

- Length of LVF gate bush is same as the height
of cavity plate.

- Cooling Line can be either A or B.

- Fast cycle molding applications.
- Molding condition improved in engineering plastics.
- Easy replaceable Gate Bush.
- Seal Cap can be applied to the end of tip for fast
color change.(Optional)

A

B

CONCEPT Advantages / Application

V V Type

LVA  Type

LVF Type

⊙ YURI Valve System
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Model Number of YURI Valve NozzleSpecification of YURI Valve System
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Dimensions of Gate BushGate Bush Type of YURI Valve System
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Gate Area Machining of YURI Valve SystemCylinder Area Machining of YURI Valve

YURI SYSTEM
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Pin Specification of YURI Valve System Heater & Thermocouple of YURI Nozzle
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